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How many customers exist in your areas which fall into scenario A, i.e. designated EHV properties on LDNO networks where the designated EHV property in question is not the only customer (other customers can be designated EHV or otherwise) on that LDNO network?
Click or tap here to enter text.


If the answer to question 1 is non-zero, do you determine the Point of Common Coupling for these customers based on:	the DNO/LDNO boundary (which the DCP 305 Proposer believes is compliant with DCUSA); or	the Point of Common Coupling which would apply if the LDNO network in question were an end user (which the DCP 305 Proposer believes is the logical approach).
Click or tap here to enter text.


If the answer to question 1 is non-zero and you were to determine the Point of Common Coupling according to the other option detailed in question 2, would any of these instances result in a different Point of Common Coupling being applied?
Click or tap here to enter text.


Are you aware of any customers which are expected to connect in the next 18 months which will fall under scenario A?
Click or tap here to enter text.


How many customers exist in your areas which fall into scenario B, i.e. designated HV or LV properties on LDNO networks where there is only a single customer connected on that LDNO network?
Click or tap here to enter text.


If the answer to question 5 is non-zero, do you determine which tariff to apply for these customers based on:	the Point of Common Coupling of the single end customer (which the DCP 305 Proposer believes is compliant with DCUSA); or	the DNO/LDNO boundary (which the DCP 305 Proposer believes is the logical approach).
Click or tap here to enter text.


If the answer to question 5 is non-zero and you were to determine which tariff to apply for these customers according to the other option detailed in question 6, would any of these instances result in a different tariff being applied?
Click or tap here to enter text.


Are you aware of any customers which are expected to connect in the next 18 months which will fall under scenario B?
Click or tap here to enter text.


Click or tap here to enter text.
Click or tap here to enter text.
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