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DCUSA DCP 038 Consultation Responses – Collated Comments
	Q24: How many broken seals are identified in a typical year? 

	4 or more

	Around 5

	None

	-

	50%

	Not known

	Many

	5-10 max

	Judging by the attitude of many electrical contractors towards the current

unsatisfactory arrangements, there are likely to be many thousands of

unsealed service heads, a number which is increasing daily.

	Not recorded

	We do not have these numbers at the present time.

	Judging by the attitude of many electrical contractors towards the current

unsatisfactory arrangements, there are likely to be many thousands of

unsealed service heads, a number which is increasing daily.

	No historical information available for us to report on.

	50+

	10-50?

	Meter Operator Perspective
As a MOP we identify approximately 300 instances of broken seals per year. 



	Again, anecdotally from fora such as the IET’s Discussion Forum on the Wiring Regulations (http://www.theiet.org/forums/forum/categories.cfm?catid=205&entercat=y)there are significant numbers of meters / cutouts where there is no seal (and evidently never existed) or the seal is ‘broken’.



	General all planned 1 uknown

	>100



	Broken seals in average year 10

	-

	50

	This would unquantifiable, but given evidence presented at an energy suppliers meeting on 12 September 2007 in Leeds where one supplier suggested that 25,000 per year was a busy year and the number notified through building Control and processed by NICEIC we believe there could be many thousands.



	Supplier Perspective

From a Supplier perspective we identify low volumes of broken seals in a typical year.

Meter Operator Perspective

As a MOP we identify approximately 300 instances of broken seals per year. 



	Unknown

	As an agent we have highlighted circa 3000 instances of damaged or missing seals are identified per annum



	There is no formal process to capture this information if identified by a data collector the information is passed back to the supplier.

If seals are found broken by a field operative if it is established that is not an RPS issue then the chances are that the operative will reseal.
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