[bookmark: _Toc256164981][bookmark: _Hlk85529646]DCP392 Legal Text
Add a new schedule to DCUSA
Schedule NN - Charging of Third Party works to transmission connection usersTransmission Related Distribution Reinforcement Methodology
Introduction
1. Where a request is received from a Customer transmission customer for a Distribution Assessment concerning a connection that has an impact on the Distribution System, relating to a Modification or a new connection to the GB Transmission System the DNO Party shall undertake an impact assessment do so and where necessary apply charges in accordance with the methodology contained within this Schedule.
2. The DNO Party will include within the document containing its Connection Charging Methodology the charging methodology for works triggered by transmission connected customers that have an impact on the distribution system and shall be classed as other matters which are outside the scope of the CCCM as stated within Schedule 22, paragraph 3.
Costs to be paid in full 
3.1 [bookmark: _Ref251781415]The costs of providing Extension Assets are charged in full to the transmission customer.
3.2 Where the transmission customer has requirements for additional security, or the characteristic of the transmission customer’s load requires the DNO Party to install assets in excess of the minimum scheme requirements contained within the Distribution Assessment then the transmission customer will pay the additional costs in full in excess of the Distribution Assessment in full. 
3.3 [bookmark: _Ref249950746]The costs of the future operation and maintenance of any additional assets requested by the transmission customer (over and above those associated with the minimum scheme in the Distribution Assessment) will be payable in full. This would normally be levied as a one-off charge representing the net present value of the future operation and maintenance costs and calculated as a percentage (specified in Section [6]) of the additional capital cost of the Scheme. See Example 3 for an illustration of where the Customer requests additional security.	Comment by John Lawton [2]: Needs defining
3.4 Work required to reconfigure the Distribution System to meet the transmission customer’s requirements where no additional nNetwork or fFault lLevel cCapacity is made available shall be charged in full to the transmission customer. See Example 8D.	Comment by John Lawton: Are we going to provide an example?
3.5 [bookmark: _Ref252353504]For generation connections only, Reinforcement costs in excess of the high-cost project threshold of £200/kW shall be charged to the transmission customer in full. 
[bookmark: _Toc256164982]Costs to be apportioned
4.1 [bookmark: _Ref253474498][bookmark: _Ref251738895][bookmark: _Ref251760599]Reinforcement is defined as assets installed that add capacity (network or fault level) to the existing shared use Distribution System. The costs of Reinforcement shall be apportioned between the DNO Party and the transmission customer. The methods used to apportion the costs of Reinforcement are set out in paragraphs 4.5 – 4.10. There are two exceptions to this rule. Where an exception applies Reinforcement will treated as Extension Assets and costs will not be apportioned. These exceptions are described below. and the application of exceptions 1 and 2 is demonstrated in the Examples. 	Comment by John Lawton: Updated but may need further amendment post review
4.2 [bookmark: _Ref254289414]Exception 1: Where the Reinforcement is in excess of the works specified by the Distribution Assessment and is at the transmission customer’s request, the Reinforcement will be treated as Extension Assets and the apportionment rules will not apply. The costs in excess of the works specified by the Minimum SchemeDistribution Assessment will be borne in full by the transmission customer (see paragraphs 1.113.2 and 1.123.3 above).
4.3 [bookmark: _Ref254183867][bookmark: _Ref252369521]Exception 2: Where the replacement of switchgear results in an increase in fault level capacity and:
that increase is solely as a result of the fault level rating of the standard switchgear equipment used by the DNO Party being higher than that of the existing switchgear; and
that increase in fault level capacity is not needed to accommodate the transmission customer’s connection.
then, unless the switchgear adds network capacity and the Security CAF applies, the switchgear replacement will be treated as Extension Assets and the apportionment rules will not apply. The transmission customer will pay the full cost of the switchgear replacement. See Example 7B.
4.4 For avoidance of doubt, where the costs of Reinforcement are borne in full by the transmission customer and any capacity created is used to accommodate new or increased connections on either the GB Transmission System or the Distribution System within the TPW TRDR Prescribed Period, the TPW TRDR rebates will may apply (see paragraphs 1.356.1 - 1.386.5).	Comment by John Lawton: This may not be needed since it is covered later in the schedule 	Comment by John Lawton: We agreed not to use TPR so we need a new phrase	Comment by John Lawton: To be updated once known	Comment by Melissa Kendal: Will come back to TPW
4.5 [bookmark: _Ref254181727]The costs of Reinforcement will be apportioned using one of two Cost Apportionment Factors (CAFs), dependent upon which factor is driving the requirement for Reinforcement:
The ‘Security CAF’; and 
The ‘Fault Level CAF’.
4.6 [bookmark: _Ref253400041]The following definitions are used in the application of the CAFs.
	Existing Capacity	Comment by Melissa Kendal: Need to re-define Existing Capacity	Comment by Melissa Kendal: Working Group Action 	Comment by Charles Deacon: Maximum power flow onto the Distribution System as calculated by the Distributor from the TEC provided to the Distributor to undertake the Distribution Assessment?	Comment by Melissa Kendal: TEC - transmission entry capacity	Comment by Melissa Kendal: Definitions from CCCM may be suitable - may need to request further information from DNO system planners around what figure they use in DNO impact assessments (fault level / thermal) = CD ACTION to follow up 

	For existing Customers their Existing Capacity will be either:
1. the Maximum Capacity used in the calculation of their use of system charges; or
for Customers who are not charged for use of system on the basis of their Maximum Capacity the lower of:
No. of phases x nominal phase-neutral voltage (kV) x fuse rating (A); and
The rating of the service equipment.

	Fault Level Contribution from Connection
	is the assessment of the Fault Level contribution from the equipment to be connected taking account of its impact at the appropriate point on the Distribution System. Where an existing Customer requests a change to a connection then the ‘‘Fault Level Contribution from Connection’’ is defined as the incremental increase in Fault Level caused by the Customer.	Comment by John Lawton: Is this likely to apply?	Comment by Charles Deacon: Perhaps for Mod Apps when technology is changed or installed capacity increased

	New Fault Level Capacity
	is the Fault Level rating, following Reinforcement, of the equipment installed after taking account of any restrictions imposed by the local network Fault Level capacity. For the avoidance of doubt this rule will be used for all equipment types and voltages.

	New Network Capacity 
	 is either the secure or non-secure capacity of the Relevant Section of Network (RSN) following Reinforcement. Whether secure or non-secure capacity is applicable depends upon the type of capacity that can be provided from the RSN. For example, if the capacity provided to the Customer by the RSN is secure, but the capacity requested by the Customer at the point of connection is non-secure, the secure capacity will be used. See Example 12. 	Comment by John Lawton: For WG discussion	Comment by Charles Deacon: Agreed. I imagine mostly non-secure?	Comment by Melissa Kendal: Suggestion to defer re-defining definitions until examples have been received to see if fit-for-purpose
The capacity to be used will be based on our assessment of the thermal ratings, voltage change and upstream restrictions and compliance with our relevant design, planning and security of supply policies. The equipment ratings to be used are the appropriate operational rating at the time of the most onerous operational conditions taking account of seasonal ratings and demand. 

	[bookmark: _Hlk256065712]Relevant Section of Network (RSN)
	 is that part or parts of the Distribution System which require(s) Reinforcement. Normally this will comprise:
· 	the existing assets, at the voltage level that is being reinforced, that would have been used to supply you (so far as they have not been replaced) had sufficient capacity been available to connect you without Reinforcement; and/or
· 	the new assets, at the same voltage level, that are to be provided by way of Reinforcement.
Where it is unclear what assets would have supplied the Customer in the event that sufficient capacity had been available, the existing individual assets with the closest rating to the new assets will be used. See Example 13.
There may be more than one RSN (e.g. at different voltage levels).

	Required Capacity
	is the Maximum Capacity agreed with the Customer. In the case of multiple connections (e.g. a housing development) it may be adjusted after consideration of the effects of diversity. Where an existing Customer requests an increase in capacity then it is the increase above their Existing Capacity.	Comment by John Lawton: This will need amending	Comment by Melissa Kendal: May need to consider if DCP 328 is approved	Comment by Charles Deacon: See above	Comment by Melissa Kendal: May need to look at CUSC definitions as above (i.e., TEC).	Comment by John Lawton [2]: Note DCP328 should have read CMP328


4.7 The ‘Security CAF’ is applied, where the costs are driven by either thermal capacity or voltage (or both) as assessed against the relevant standard.  This rule determines the proportion of the Reinforcement costs that should be paid by the transmission customer as detailed below.
 			(max 100%)
4.8 The ‘Fault Level CAF’ is applied, where the costs are driven by Fault Level restrictions.  This rule determines the proportion of the Reinforcement costs that should be paid by the transmission customer as detailed below.
(max 100%)
4.9 For clarity, where you the transmission customer requires an augmentation to an existing connection, both the Security and Fault Level CAFs will be based on the increase in Required Capacity and increase in Fault Level Contribution from the connection respectively. Any related increases within the previous three-year period will be taken into account in determining the increase in the Required Capacity or increase in the Fault Level Contribution from the connection to be applied within the CAF.	Comment by John Lawton [2]: Does this need changing to distribution system
4.10 [bookmark: _Ref253240957]On some Schemes there may be interaction between the two rules. In such cases, the ‘Security’ CAF will be applied to costs that are driven by the security requirement.  The ‘Fault Level CAF’ will be applied to costs that are driven by Fault Level requirements. See the Examples for illustrations on the application of the CAFs.
[bookmark: _Toc256164983]Recovery of costs for previous works
[bookmark: _Ref252353647]5.1 	Where, in order to facilitate a new connection or Modification to the transmissionGB Transmission System/distribution customer’s connection or Modification;
the DNO Party proposes to utilise existing Distribution System assets that were previously installed to facilitateprovide a connection to another transmission connection Customer resulting in a TRDR, and
the other Customer transmission customer has paid us the DNO Party(either in part or in full ) a Connection Chargecharge for those assets or from other persons who have previously made payments or paid an ICP for those assets which were adopted by us
you the transmission customer may be required to make a payment towards them. The ECCR prescribes the circumstances where such payment is required. 
5.2	The DNO Party shall take reasonable steps to ascertain whether there are any persons who will be Eligible Persons, and, if so, the name and address of each of those persons.
5.3	If it appears to the DNO Party that there are any such persons, the DNO Party shall as soon as reasonably practicable give notice in writing to the person obtaining the new connection or Modification stating:
(a)	that upon the new connection or Modification being made the person may be liable to pay a reimbursement payment; and
(b)	the amount, or an estimate of the amount, of that payment.
5.4	For the purposes of paragraph 5.3, the appropriate proportion of the initial TRDR charges is the proportion of those charges which appears to the DNO Party to be reasonable having regard to all the circumstances, including in particular the maximum capacity required by the person obtaining the future connection or Modification.
5.5	The DNO Party is not required to demand a reimbursement payment in any case where:
(a)	the amount of the reimbursement payment would, after deduction of administrative expenses under paragraph 6.3, leave less than £300 remaining for payment to Eligible Persons; or
(b)	all the persons identified by the DNO Party in accordance with paragraph, 5.2 other than the DNO Party if it is an eligible person itself, have notified the DNO Party in writing that they do not wish to receive a reimbursement payment.
5.6	A subsequent contributor shall, subject to paragraphs 5.7, pay the amount demanded under paragraph 5.3 to the DNO Party within the time specified in the demand.
5.7	If the subsequent contributor makes a request for information under paragraph 5.8, the subsequent contributor is not required to comply with the demand until the DNO Party has:
(a)	provided such information as the subsequent contributor has reasonably requested; or
(b)	notified the subsequent contributor that it does not hold the information	Comment by John Lawton: I suspect this should not be included. In the ECCR there may be examples but it shouldn’t be the case here.	Comment by Melissa Kendal: Will need further discussion with WG	Comment by Charles Deacon: Would make sense	Comment by Melissa Kendal: Leave open for Consultation feedback
5.8	where a subsequent contributor requests information from the DNO party about:
(a)	the amount of the initial TRDR charges;
(b)	the date on which the TRDR was made; and
(c)	the total amount previously paid in respect of TRDR charges by:
(i)	the initial contributor; or
(ii)	persons previously required to make payments in respect of TRDR charges
the DNO Party shall, in so far as it holds the information, provide any information reasonably requested as soon as reasonably practicable.
5.36	Charges Payment for such works only apply where the new connection or Modification, be on the Transmission System or the Distribution System is provided within the ECCR TRDR Prescribed Period. 
[bookmark: _Toc256164986][bookmark: _Hlk85529706]Rebates
[bookmark: _Ref249950924]6.1	For Distribution System assets where the transmission customer have has paid in full for the works undertaken as a result of the TRDR, then you the transmission customer may be entitled to a future rebate of charges should another transmission customer or Customer connect tobenefit from those assets. These circumstances are detailed in the ECCR.	Comment by John Lawton [2]: Note customer is now only used in para 6.1 and 6.2. is this correct?
[bookmark: _Ref254096694]6.2	For Distribution System assets where you have paid in proportion to your Required Capacity, then you are not entitled to a future rebate of charges should another Customer connect to those assets.	Comment by John Lawton: Is this required?	Comment by Charles Deacon: Probably not as the thrust of this Mod is to add CAF in	Comment by John Lawton [2]: Should this also say transmission customer
6.3	Where a DNO party has received a reimbursement payment:
(a)	it may deduct its administrative expenses from the amount received; and
(b)	it shall, subject to paragraph 6.5, pay the amount recovered minus any deduction under 6.3(a), to Eligible Persons as soon as reasonably practicable.
6.4	Where there are two or more Eligible Persons in respect of the TRDR charges, the DNO Party shall pay to each Eligible Person a proportion of the net amount which corresponds with the proportion of the TRDR charges that was borne, or that the DNO Party estimates was borne, by that Eligible Person.
6.5	A DNO Party is not required to make a payment to an Eligible Person if:
(a)	the amount of that payment, calculated in accordance with paragraphs 6.3 and 6.4, would be less than £300;
(b)	the DNO Party, having taken reasonable steps to do so, has been unable to ascertain the name and address of the Eligible Person; or
(c)	the Eligible Person has notified the DNO Party in writing that the person does not wish to receive a reimbursement payment.
Records
7.1	The DNO Party shall maintain such records as are necessary for complying with its obligations under this Schedule.
Glossary of Terms 
8.1	Words beginning with a capital letter that are not otherwise defined in this Schedule have the meanings given to then in Clause 1 of the main body of this Agreement, and the rules of interpretation set out in that Clause 1 also apply. 
8.2	In this Schedule unless the context otherwise requires, the expressions below shall have the meanings set out below.
	Connection Charging Methodology
	As defined in the Distribution Licence 

	Customer	Comment by Melissa Kendal: Need to discuss whether definition is in line with CAF as stated above	Comment by Charles Deacon: Transmission user requesting TPW or DIA	Comment by Melissa Kendal: May need to amend Customer to Transmission Customer	Comment by John Lawton [2]: Note customer is still used in para 6.1 and 6.2 and in the table in para 4.6
	Is the person requesting the connection or Modification.

	Distribution Assessment	Comment by Melissa Kendal: Will align definition with comments from CD (above)	Comment by John Lawton [2]: Para 1 no longer includes DA
	is defined in paragraph 1.

	Eligible Persons
	where a future new connection or Modification is made, each of the following persons is an “eligible person” in relation to first connection expenses:
(a) a person who is an initial contributor to the TRDR; and
(b)a person who has, on a previous occasion when a further connection or Modification was made, made a payment in respect of the initial expenses; and
(c) a person who has been assigned a right to receive a reimbursement payment; 
(d) an electricity distributor which incurred initial expenses associated with the TRDR and which it has not previously fully recovered from any other person; or
(e) a person other than—
(i) an initial contributor;
(ii) a person who has made a payment under these Regulations; or
(iii) an electricity distributor,
that has made a payment to an electricity distributor.

	Extension Assets
	are assets installed to connect a party or parties to the existing distribution network but which exclude Reinforcement assets

	Fault Level
	the maximum prospective current or power that will flow into a short circuit at a point on the network, usually expressed in MVA or kA

	GB Transmission System
	the system consisting (wholly or mainly) of high voltage electric wires owned or operated by transmission licensees within Great Britain


	Reinforcement
	is defined in paragraphs 4.1 to 4.3

	Scheme
	the network design resulting from the Distribution Assessment

	Transmission Related Distribution Reinforcement (TRDR)
	is reinforcement works undertaken from an acceptance of a Distribution Assessment.

	TRDR Prescribed Period
	is ten years after the Transmission Related Distribution Reinforcement has been completed
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